
Water Pumps

6SR SUBMERSIBLE pumps

best quality

so powerfull

top genrator

6SP SUBMERSIBLE pumps

Page 21

4SD Submersible pumps

Page 7

4QJD Submersible pumps

Page 8 - 9

 QJ submersible pumps

Page 8 - 9

QDX Submersible pumps

Page 8 - 9

WQX  pumps

Page 8 - 9

8SP SUBMERSIBLE Pumps 

Page 28

6SR SUBMERSIBLE pumps

Page 25

6SP SUBMERSIBLE pumps

Page 21

page 1www.Khoshbakhtgroup.com 00971525314040Dubai - UAE 008618857992910 - 008615958984000China

Water Pumps

6SR SUBMERSIBLE pumps

best quality

so powerfull

top genrator
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Water Pumps

6SR SUBMERSIBLE pumps

best quality

so powerfull

top genrator
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Water Pumps

2SD/2.5SD/3SD/3.5SD/4SD

 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +35°C

Maximum sand content: 0.25%

2SD minimum well diameter:2"

2.5SD minimum well diameter:2.5"

3SD minimum well diameter:3"

3.5SD minimum well diameter:3.5"

4SD minimum well diameter:4"

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Equip with start control box or digital auto-control box 

Pumps are designed by casing stressed 

Curve tolerance according to ISO 9906 

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

2 SD M 0.7/26 (N)
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Water Pumps

Performance Data  50Hz

3S in the above table can be replaced by any of 3SD,3SE,3SS

Performance Data  50Hz

Performance Data  50Hz

3S in the above table can be replaced by any of 3SD,3SE,3SS
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Water Pumps

Performance Data  50Hz

4S in the above table can be replaced by any of 4SD,4SE,4SS,4SA

Performance Data  50Hz
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cast-cu cast-iron stainless steel

submersible motors

page 6

Water Pumps

Performance Data  50Hz

Performance Data  50Hz

Performance Data  50Hz

3S in the above table can be replaced by any of 3SD,3SE,3SS

Performance Data  50Hz
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Water Pumps

Performance Data  50Hz

Performance Data  50Hz

Performance Data  50Hz

4S in the above table can be replaced by any of 4SD,4SE,4SS,4SA
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Water Pumps

Performance Data  50Hz

4S in the above table can be replaced by any of 4SD,4SE,4SS,4SA

Performance Data  50Hz

4S in the above table can be replaced by any of 4SD,4SE,4SS,4SA
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Water Pumps

Performance Data  50Hz

4S in the above table can be replaced by any of 4SD,4SE,4SS,4SA

4S in the above table can be replaced by any of 4SD,4SE,4SS,4SA

Performance Data  50Hz
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Water Pumps

Performance Data  50Hz

Performance Data  50Hz

Performance Data  50Hz
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Water Pumps

4SP
 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +50°C

Maximum sand content: 0.25%

Minimum well diameter: 4


Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box 

NEMA dimension standards

Curve tolerance according to ISO 9906 

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

4 SP (M) 2-6 (N)
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Water Pumps

Performance Data  50Hz

Performance Data  50Hz
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Water Pumps

Performance Data  50Hz

5S D in the above table can be replaced by any of 5SD,5SS

Performance Data  50HzPerformance Data  50Hz

Performance Data  50Hz

5S D in the above table can be replaced by any of 5SD,5SS,

Performance Data  50Hz
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Water Pumps

6SD/6SS
 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +35°C

Maximum sand content: 0.25%

Minimum well diameter: 6”


Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box 

Curve tolerance according to ISO 9906 

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

6SD 6SS

6 SD (M) 15/4
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Water Pumps

Performance Data  50Hz

Performance Data  50Hz

6S D in the above table can be replaced by any of 6SD,6SS,

Performance Data  50Hz
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Water Pumps

6SP
 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +50°C

Maximum sand content: 0.25%

Minimum well diameter: 6”


Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

 1   Direct start (1 cable)

 2  Star-delta start (2 cable)


Equip with start control box or digital auto-control box

NEMA dimension standards

Curve tolerance according to ISO 9906 

6 SP (M)  17-4
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6YC 6YS 6HC

submersible motors
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Water Pumps
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Performance Data  50Hz

Performance Data  50Hz

6SP SUBMERSIBLE model motor

Water Pumps
6SP SUBMERSIBLE model motor

Performance Data  50Hz

Performance Data  50Hz
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Water Pumps
6SP SUBMERSIBLE model motor

Performance Data  50Hz

Performance Data  50Hz
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Water Pumps

technical parameters

technical parameters
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model
flow


(m /h)

pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter (mm)

model flow


(m /h)

pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter (mm)

Water Pumps
6SP SUBMERSIBLE model motor

Performance Data  50Hz
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Water Pumps

WQX

technical parameters 190mm 230mm 300mm

kw）

m）

m3/h)

model
flow


(m /h)

pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter (mm)

page 29 www.Khoshbakhtgroup.com 00971525314040Dubai - UAE 008618857992910 - 008615958984000China

Water Pumps

technical parameters

technical parameters

model flow


(m /h)

pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter (mm)

model flow


(m /h)

pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
(mm)
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Water Pumps

technical parameters

technical parameters

model pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter

flow


(m /h)
3

model pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter

flow


(m /h)
3
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Water Pumps

8SP
 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +50°C

Maximum sand content: 0.25%

Minimum well diameter: 8”

 

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 


Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor  

Three-phase: 380-415V/50HZ

 1   Direct start (1 cable)

 2  Star-delta start (2 cable)


Equip with start control box or digital auto-control box

NEMA dimension standards

Curve tolerance according to ISO 9906 

8 SP   95-2  A
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Water Pumps

QDX
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation. 

Applications

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

It’s available to equip with floating switch

Curve tolerance according to ISO 9906 

Performance Data  50Hz

Operating conditions
Maximum fluid temperature up to +40°C

Maximum sand content: 0.1%

Q
X

(D) 10-12-0.55 
(A)
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model

Motor

Power

(m)(kw) (hp) v/hz(inch)

Outlet

QDX1.5-12-O.25

QDXI .5-17-0.37


QDXI .5-25-0.55


QDX3-18-O.55


QDXIO-12-O.55


QDXIO-12-O.55


QDX15-7-O.55


QDX1.5-32-O.75


QDX3-24-O.75


QDX8-18-O.75


QDX15-14-1.1


QDX40-6-1.1


QX25-12-1.5


QX40-9-1.5

12

17

25

18

12

7

32

24

18

16

14

6

12

9

0.25


0.55


1 15

8

10

15

40

25

40

3

1.5

15

10

3

1.5

1.5

1.5

20

25

25

30

9

7.0

15

20

1

1.25

1.5

2

2.5

3

2.5

3

1.5

2

1

1

0.37


0.5


0.75


1

1

1.5

1.5

2

2

0.75


1

0.75


0.75


1

0.37


0.55


0.75


0.75


1.1


1.1


1.5


1.5

0.55


0.55


0.75


0.75


Voltage rated

capacity

rated

head

1.25

220V



50Hz


380V 50Hz

(m /h)3

Water Pumps
6SP SUBMERSIBLE model motor

Performance Data  50Hz

Performance Data  50Hz
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Water Pumps

QC
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation. 

Applications

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

It’s available to equip with floating switch

Curve tolerance according to ISO 9906 

Performance Data  50Hz

Operating conditions
Maximum fluid temperature up to +40°C

Maximum sand content: 0.1%

QC (D)8-60/3-3 (A)

page 43 www.Khoshbakhtgroup.com 00971525314040Dubai - UAE 008618857992910 - 008615958984000China

Water Pumps

QS
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation. 

Applications

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

It’s available to equip with floating switch

Curve tolerance according to ISO 9906 

Performance Data  50Hz

Operating conditions
Maximum fluid temperature up to +40°C

Maximum sand content: 0.1%

QS (D) 6-22-0.75 (A)
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Water Pumps

vx
Sewage treatment plants

Industrial draining

Agriculture irrigation

Applications

Operating conditions
Maximum fluid temperature up to +40°C

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

It’s available to equip with floating switch

It can work in water containing fiber

Curve tolerance according to ISO 9906 

Performance Data  50Hz

WS (D) 8-7-0.18C(F)

VXD 10 (A)

VXD 10-1 (A)
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Water Pumps

3NK/4SK
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +40°C

Maximum sand content: 0.15%

3SK Minimum well diameter: 3”

4SK Minimum well diameter: 4”


Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box

Curve tolerance according to ISO 9906 

Performance Data  50Hz

3 SK (M) 75
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Water Pumps

Technical Data

Can be used to transfer clean water or other liquid 
similar to water in physical and chemical properties. 
Suitable for small living water supply,automatic 
water sprinkler system small air condition system or 
supporting equipment etc.

Applications

Pumps
Special anti-rust treatment for cast iron pump body 
and support

Anti-block system for impeller

Brass impeller

AISI 304 shaft H(m)

Max.liquid temperature:+40°C

Max.suction:+8m

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

Model
Power

kw hp inch m m mm kgm /h3

pipe max flow

qb60 0.37 0.5 1.6 33 8 5.3

9.5

98

8

48

60

2.4

3

1’’x1’’ 280x140x170

335x190x210

340x190x210

1’’x1’’

1’’x1’’

0.75

1

0.55

0.75

qb70

qb80

max head max suction dim g.w

Hydraulic Performance Curves

Type B

Type C

Type D
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Water Pumps

3QG/4QG
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +40°C

Maximum sand content: 3%

3QG Minimum well diameter: 3”

4QG Minimum well diameter: 4”


Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Single phase motor with built-in capacitor

Curve tolerance according to ISO 9906 

Performance Data  50Hz

4 QG (M) 1.2-50-0.37
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Water Pumps

SC
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation 

Applications

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box

It’s available to equip with floating switch

Curve tolerance according to ISO 9906 

Performance Data  50Hz

SC (M)  3(N)   (A)

Operating conditions
Maximum fluid temperature up to +35°C

Maximum sand content: 0.15%

Minimum well diameter:     130MM
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Water Pumps

3SV/4SV
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +40°C

Maximum sand content: 0.15%

3SV Minimum well diameter: 3”

4SV Minimum well diameter: 4”


Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box

Curve tolerance according to ISO 9906 

Performance Data  50Hz

3 SV(M)75
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Water Pumps

Centrifugal pumps

Technical Data

Can be used to transfer clean water or other liquid 
similar to water in physical and chemical properties. 
Suitable for industrial use and urban water supply, 
pressure boosting for high buildings and fire fighting, 
garden irrigation, long-distance water transfer, 
heating ventilation and air controlling, circulation 
and pressure boosting for cold and hot water, and 
supporting equip- ment etc

Applications

Pumps
Cast iron pump body and support under special

anti-rust treatment

AISI 304 shaft 

Max.liquid temperature:+40°C

Max.suction:+8m

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

IE 2 motor(Three phase, powe>0.75KW)

Model
Power

kw hp inch m m mm kgm /h3

pipe max flow

cpm130 0.37 0.5

1.5

5.5 22 8 9

12

13

22

25

33

8

8

8

8

8

26

32

36

42

48

6

7

7

8

6.5

1’’x1’’ 280x185x230

340x210x265

340x210x265

390x240x290

390x260x320

455x280x340

1’’x1’’

1’’x1’’

1’’x1’’

1’’x1’’

1’’x1’’

0.75

1

2

3

0.55

0.75

1.1

1.5

2.2

cpm146

cpm158

cpm180

cpm190

cpm200

max head max suction dim g.w

Hydraulic Performance Curves

Type B Type C Type D
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Water Pumps

4SN2
For water supply from wells or reservoirs

For domestic use, for civil and industrial applications

For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +35°C

Maximum sand content: 0.15%

4SV Minimum well diameter: 4”

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box

Pumps are designed by casing stressed

Curve tolerance according to ISO 9906 

Performance Data  50Hz

4 SN (M)2/4 (N) (A)
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Water Pumps

WS
Sewage treatment plants

Industrial draining

Agriculture irrigation

Applications

Operating conditions
Maximum fluid temperature up to +40°C

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

It’s available to equip with floating switch

It can work in water containing fiber

Curve tolerance according to ISO 9906 

Performance Data  50Hz

WS (D) 8-7-0.18C(F)

unshrouded impeller

C
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Water Pumps

Centrifugal pumps

Technical Data

Can be used to transfer clean water or other liquid 
similar to water in physical and chemical properties. 
Suitable for industrial use and urban water supply, 
pressure boosting for high buildings and fire fighting, 
garden irrigation, long-distance water transfer, 
heating ventilation and air controlling, circulation 
and pressure boosting for cold and hot water, and 
supporting equip-ment etc.

Applications

Hydraulic Performance Curves

Model
Power

kw hp inch m m mm kgm /h3

pipe max flow

hdm5b 0.75 1

2

20 13.5 8 13

14

24

25

37

32

39

33

8

8

8

8

8

8

8

14.5

20.2

22.5

18.5

18.5

14.7

14.7

21

30

72

72

66

66

30

2’’x2’’

2’’x2’’

2’’x2’’

2’’x2’’

365x240x265

365x240x265

425x250x295

425x250x295

510x295x355

460x285x345

510x295x355

460x285x345

3’’x3’’

3’’x3’’

4’’x4’’

4’’x4’’

1.5

1.5

3

3

2

2

1.1

1.1

1.5

2.2

2.2

1.5

1.5

hfm5a

hfm5bm

hfm5am

hfm6a

hfm6b

hfm6ar

hfm6br

max head max suction dim g.w

Pumps
Cast iron pump body and support under special

anti-rust treatment

AISI 304 shaft 

Max.liquid temperature:+40°C

Max.suction:+8m

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

IE 2 motor(Three phase, powe>0.75KW)

Type A Type A Type B
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Water Pumps

Self Priming Pumps

Technical Data

Can be used to transfer clean water or other liquid 
similar to water in physical and chemical properties. 
Suitable for lifting water from the well, sprinkling 
irrigation in garden, pressure boosting of running 
water, and supporting equipment etc

Applications

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

Hydraulic Performance Curves

Model
Power

kw hp inch 10 20 30 40 50 60 70 80i/min

 q m /h
3

pipe

cam75 0.59 0.8 42 36 30.2 24.9

37 32 26.7 104247
h(m)

1’’x1’’

1’’x1’’10.75cam100

0.6 1.2 1.8 2.4 3.5 4.2 4.83

Pumps
Cast iron pump body and support under special

anti-rust treatment

Stainless steel impeller

AISI 304 shaft 

Max.liquid temperature:+40°C

Max.suction:+9m

page 55 www.Khoshbakhtgroup.com 00971525314040Dubai - UAE 008618857992910 - 008615958984000China

Water Pumps

self-priming multi-stage pumps

Technical Data

Material table

Pumps
Cast iron pump body and support under special

anti-rust treatment

AISI 304 shaft 

Max.liquid temperature:+40°C

Max.suction:+9m

Can be used transfer clean water or other liquids 
similar to water in physical and chemical properties  
Suitable for industrial use and water supply, 
domestic water supply,high rise building,long 
distance water transfer and related auxiliary 
equipment etc

Applications

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

NO DESCRIOTION MATERIAL

Casting Lron

Casting Lron

PPO GNF-20

Nickel Plated Steel

 304 Stainless Stee

Graphite-Ceramic-NBR 

Class F IPX5

POM GNF-20 Or BR58

304 Stainless Stssl

Plastic Bearing

PPO GNF-20

PPO GNF-20

EPDM

Front Cover

Pump Housing

Tie Bolt

 Mechanical Seal

Motor

Prime And Drain Plugs

Nut

Shaft Sleeve

Diffuser

Impeller

Casing O-ring

Connect Flange

Suction And Discharge Mounting1

2

3

4

5

6

7

8

9

10

11

12

13

Model Power

kw hp r/min

0 0.6 1.2

30 40 50 60 70 80 90 100i/min

 q m /h
3

n

hmc-2va

hmc-3va

hmc-4va

hmc-5va

hmc-6va

hmc-8va

hmc-10va

220v/50hz

0.37 0.5

0.75

1

1.2

1.5

2

3

22

44

21

43

20 19 18

36

30

41

52

60

80

99

28

38

50

57

76

93

26

47

54

72

87

23

43

49

65

80

16 14 11 8

16 11 5

27 22 16 10

20

37

43

57

71

30 22 13

35 26 16 6

48 37 25 12

61 48 34 20

32

32

54

63

84

104

33

55

66

88

110

h(m)2850

0.55

1.1

0.75

1.5

0.9

2.2

0 10 20

1.8 3 3.6 4.2 4.8 54 62.4

Hydraulic Performance Curves
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Water Pumps

self-priming multi-stage pumps

Technical Data

Material table

Pumps
Cast iron pump body and support under special

anti-rust treatment

AISI 304 shaft 

Max.liquid temperature:+40°C

Max.suction:+9m

Model Power

kw hp r/min

10 20 30

2.1 2.4 3 3.6 3.9i/min

 q m /h
3

n

esp15-2m

esp15-3m

esp15-4m

esp15-5m

220v/50hz

0.24 0.8

0.5

0.75

1

21

43

20

39

16.5 16 14

27

26

35

42

24

32

38

22

34

17

25

10.5 7 7

7

14 9

10.5

17 12

21.5

30

47

32

51

h(m)2850
0.37

0.55

0.75

0.6 1.2 1.8

35 50 60 6540

Model Power

kw hp r/min

15 30 45

3.6 4.5 5.4 6.3 7.2i/min

 q m /h
3

n

esp25-2m

esp25-3m

esp25-4m

esp25-5m

220v/50hz

0.55 0.55

0.75

0.92

1.1

22

43

21

42

20.5 19 17

33

30.5

40

52.5

28

37

48

26

43

22

37

15 12 8

12

22 15

17

29 20

28

32

55

33

56

h(m)2850
0.75

0.92

1.1

0.9 1.8 2.7

60 90 105 12075

Can be used transfer clean water or other liquids 
similar to water in physical and chemical properties  
Suitable for industrial use and water supply, 
domestic water supply,high rise building,long 
distance water transfer and related auxiliary 
equipment etc

Applications

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

NO DESCRIOTION MATERIAL

 POM GNF-20

Casting Lron

304 Stainless steel

Nickel Plated Steel

Graphite-Ceramic-NBF

Casting Lron

Class F IPX5

Plastic Bearing

304 Stainless Stssl

PPO GNF-20

PPO GNF-20

PPO GNF-20

EPDM

Pump Housing

 Tie Bolt

Mechanical Sea

Discharge Mounting

Motor

Shaft Sleeve

Nut

Prime Cover

Diffuser

Impeller

Casing O-ring

Suction mounting

Prime And drain1

2

3

4

5

6

7

8

9

10

11

12

13
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Water Pumps

self-priming Peripheral pumps

Technical Data

Pumps
Special anti-rust treatment for cast iron pump body 
and support 

Anti-block system for impeller

Brass impeller

AISI 304 shaft

Max. liquid temperature:+40°C

Max. suction:+9m

Can be used to transfer clean water or other liquids 
similar to water in physical and chemical properties

Suitable for small living water supply, automatic 
water sprinkler system small air conditioner system 
or supporting equipment etcequipment etc

Applications

Motor
C&U bearing

Motor with copper winding

Built-in thermal protector for single phase motor 

Insulation class:F

Protection class: IP44/IP54 

Max.ambient temperature:+40°C

IE2 motor for APS110

Model
Power

kw hp inch m mm /h3

pipe max flow

awzb-15z

awzb-20z

awzb-25z

awzb-30z

awzb-15z

awzb-20z

awzb-25z

awzb-30z

0.37 0.5

1.5

2.1 30 9

9

9

9

9

9

9

9

38

45

45

53

53

30

38

3.3

6

6

2.1

3.3

4

4

1’’x1’’

1’’x1’’

1’’x1’’

1.5’’x1.5’’

1.5’’x1.5’’

1’’x1’’

1’’x1’’

1’’x1’’

0.75

1

0.5

0.75

1

1.5

0.55

0.75

1.1

0.37

0.55

0.75

1.1

max head max suction

Hydraulic Performance Curves

WORKING CONDITIONS
Clean liquids without suspended

Solids, non-aggressive

liquid temperature:0 °C-90 C

Ambient temperature: <40 C

Maximum pressure: 10 bar

Continuous sercice:S1 

Insulation: B

Protection: IP44

Features
All-in-one Controller

Constant Pressure 

Variable Speed Motor

Multiple Protection

Easy Operation

Saving Energy
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Water Pumps

Industry Pumps
Performance And Working Limits

Capacity up to 300m/h

Max. pressure 1Mpa

Min. temperature-20 C

Ambient temperature: <40 C

Total head up to 91m Max. temperature 140 C

2

MATERIAL
Standard construction is: Casing and impeller in 
cast iron. Shaft in stainless steel AISI 240


2

Single stage pump with radially split casing, axial 
suction and vertical discharge. EN pumps are couple 
to the motor by means of a casing cover/motor, cast 
in one piece. Shielded, grease lubricated ball 
bearings do not need any.

Maintenance. Unbalanced standard mechanical 
seals(silicon carbide-carbon-vition). Flanges are 
according to UNI2223 pn16

Construction

EN pumps are suitable for industrial general services, 
refrigerat- ed, heated and superheated water 
circulation in conditioning and heating systems. They 
are suitable for drinkable water, pressurization units, 
irrigation, extraction of condensate and low pressure 
boiler feeding. Suitable also for application in: spray 
booths, bottle washing plants, swimming pools, etc

2

Pump Installation and Application

Three phase induction Motor, Protection IP55, 
insulation class B. Standard voltage is 220V/380V, up 
to 3KW(4HP), 380V/660V from 4KW(5.5HP) upwards. It 
is possible the use of motors with higher insulation 
class F and other voltage and frequency

2

Electric Motors
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solar pumps

page 77

ECONOMICAL

PRACTICAL 


BUILT-IN 


SOLAR PUMP


Water Pumps

DPS
It is widely used for heating ventilating and air conditioning 
circulation,pressure boosting of hot water in family, industrial auxiliary 
equipment cold and hot water circulation and so forth Water 
circulation for the central and district heating system Domestic hot 
water circulation

Applications

Operating conditions
Liquid temperature: +2°C - +110°C 

Maximum ambient temperature +40°C 

Maximum system pressure 10bar

Options on request
Bronze or anti-rust cast iron pump body 
Other voltages or frequency 60Hz

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Single-phase: 220-240V/50Hz

Insulation class:H 

Protection class: IP44 

Copper winding 

Three speed motor 

99% alumina ceramic bearing&shaft

Cast iron pump body 

Noryl impeller with heat resistance up to +110°C 

DPS 15- 40- 130
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Water Pumps

2" 3" 4" DC IRON SCREW

SOLAR PUMP


ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

2LES1.2/45-24/180


2LES1.2/60-24/250


2LES1.5/90-48/400



2LES1.5/120-72/600


2LES1.7/140-96/750


3LES1.0/30-12/120


3LES1.5/60-24/180


3LES1.5/70-24/250



3LES1.5/95-48/400





3LES2.0/120-72/600




3LES2.0/140-96/750


4LES2/35-24/180-1


4LES2.5/40-24/250-1


4LES3.0/60-48/400-1


4LES3.0/85-72/600-1


4LES3.0/110-96/750-1


3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

24


72

72

96

1.2 45 0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

0.75’’

1’’

1’’

1’’

1’’

1’’

60

90

60

120

70

95

120

140

35

40

60

85

110

140

30

1.2

1.5

1.5

1.5

2.0

2.0

2.0

2.5

3.0

3.0

3.0

1.7

1.0

1.5

1.5

180

180

250

250

400

400

400

600

600

600

250

750

750

750

120

180

24

48

48

72

96

96

12

24

24

24

24

48

max head OUTLET
 CABLE


Outlet/connection fitting:iron

Cylinder:iron

Pump body:stainless steel

Screw:steel + rubber

Pump cable:2M

Oil cooling

MPPT function controller

1 year warranty

2

MATERIAL OF PUMP

2LES 3LES 4LES
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Water Pumps

LEQDX DC BRUSHLESS SUBMERSIBLE 

SOLAR PUMP


Outlet/connection fitting:iron

Pump head:iron

Pump body:iron

Impeller:aluminium

Pump cable:10M

MPPT function controller

1 year warranty

2

MATERIAL OF PUMP

ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

LEQDX5.0/15-30/280-1


LEQDX5.5/20-48/400-1

LEQDX6.5/25-72/600-1

LEQDX6.5/30-96/750-1

LEQDX11.5/15-48/400-2

LEQDX14.5/20-72/600-2

LEQDX14.5/25-96/750-2

LEQDX35/9.0-96/750-3

LEQDX39/7.0-96/750-4

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

30


96

5.0 15

4’’

3’’

2’’

2’’

2’’

1’’

1’’

1’’

1’’

20

25

25

30

9

7.0

15

20

5.5

6.5

35.0

39.0

11.5

14.5

6.5

14.5

280

400

600

750

750

750

400

600

750

48

72

96

48

72

96

96

max head OUTLET
 CABLE
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Water Pumps

3" DC PLASTIC IMPELLER IRON 

SOLAR PUMP


Outlet/connection fitting:iron

Cylinder:iron

Pump body:stainless steel

Impeller:plastic

Pump cable:2M

Oil cooling

MPPT function controller

1 year warranty

2

MATERIAL OF PUMP

ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

3LEI2.5/20-24/250


3LEI3.0/40-48/400


3LEI3.0/55-72/600




3LEI3.0/70-96/750


3LEI3.5/110-144/1100


3LEI3.5/150-192/1500

3LEI5.5/22-48/400


3LEI6.0/35-72/600




3LEI6.5/45-96/750






3LEI6.5/70-144/1100





3LEI6.5/100-192/1500

3LEI6.5/150-280/2200

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

24


96

144

2.5 20

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

40

55

22

70

35

45

70

100

150

110

150

3.0

3.0

6.0

6.5

6.5

6.5

6.5

3.5

3.5

3.0

5.5

250

2200

400

600

750

750

1100

600

1100

1500

1500

400

48

72

96

144

192

192

280

48

72

max head OUTLET
 CABLE
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Water Pumps

4" AC,4’’ DC PLASTIC IMPELLER IRON 

SOLAR PUMP


Outlet/connection fitting:iron

Cylinder:iron

Pump body:stainless steel

Impeller:plastic

Pump cable:2M

Oil cooling

MPPT function controller

1 year warranty

2

MATERIAL OF PUMP

ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

4LEI3/35-36/250-1



4LEI3.5/55-48/400-1

4LEI3.5/55-48/400-1

4LEI3.5/90-96/750-1


4LEI3.5/120-144/1100-1

4LEI6.5/40-96/750-2

4LEI6.5/70-144/1100-2

4LEI7.0/110-192/1500-2

4LEI7.5/150-280/2200-2

4LEI9.0/60-144/1100-2

4LEI10/90-192/1500-2

4LEI10/130-280/2200-2

4LEI13.0/25-96/750-2

4LEI14/40-144/1100-2

4LEI14.5/65-192/1500-2

4LEI14.5/95-280/2200-2

4LEI9.0/35-96/750-2

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

3x2mm

36

96

96

192

280

3.0 35 1’’

1’’

1’’

1’’

1’’

2’’

2’’

2’’

2’’

2’’

2’’

2’’

2’’

2’’

2’’

2’’

2’’

55

65

70

90

110

150

35

60

90

130

25

40

65

95

120

40

3.5

3.5

7.0

7.5

9.0

9.0

10.0

10.0

13.0

14.0

14.5

14.5

3.5

6.5

3.5

6.5

250

1500

400

2200

600

750

2200

750

1100

750

1500

1100

1500

2200

1100

750

1100

48

72

280

144

144

144

96

192

144

280

192

96

max head OUTLET
 CABLE
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Water Pumps

DC SOLAR SURFACE PUMP

Outlet:iron

Pump head:iron

Pump body:aluminium

Impeller:brass

Pump cable:1.2M

MPPT function controller

1 year warranty

MATERIAL OF PUMP

ITEM

 model NO

dc

VOLTAGE


(mm) (INCH)(v) (v) 3

BEST INPUT 

VOLTAGE VOC

PHF15/14-72/600

PHF20/14-96/750

PHF28/15-144/1100

PHF45/17-192/1500

PHF60/16-280/2200

PHF80/20-385/3000

8 1.5’’ x 1.5’’

2.0’’ x 2.0’’

2.0’’ x 2.0’’

3.0’’ x 3.0’’

4.0’’ x 4.0’’

5.0’’ x 5.0’’

8

8

8

8

8

72

192

(m /h)

max flow

15

20

28

45

60

80

60-150

60-200

90-340

90-430

100-490

280-780

96

144

280

385

m

14

14

17

16

20

15

max head

(w)

3000

2200

1500

1100

750

600

POWER
 D MAX SUCT OUTLET
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solar pumps

page 87

BRUSH SOLAR PUMP


Water Pumps

ECONOMICAL CONTROLLER

economical type controller
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Water Pumps

PRACTICAL TYPE CONTROLLER

set company reserved

enter confirm speed

up increase motor speed

down decrease motor speed

switch select display content

reserve company reserved

Input Current(A) Motor Speed(RPM)

Input Voltage(V)Power(W)

Switch

Sensor Output
U V W 


Pump Output


Solar Panel Input
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Water Pumps

DPS Chart

Model P1

(W)
i

(a)
mAX.HEAD

(M)

mAX.FOLW
(L/MIN)
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Water Pumps

LBY DC BRUSHLESS SURFACE 

SOLAR PUMP


Outlet:aluminium

Pump head:aluminium

Pump body:aluminium

Impeller:aluminium

Pump cable:1M

MPPT function controller

1 year warranty

DESCRIPTION

ITEM

NO


dc

VOLTAGE


(v) 3

BY4/9-24/400-1

LBY4/10-48/400-1

LBY5/15-72/600-1

LBY15/12-72/600-2

LBY15/15-48/750-2

LBY15/15-96/750-2

LBY25/10-72/600-3

LBY25/12-48/750-3

LBY25/12-96/750-3

LBY30/15-72/1100-3

24


72

(m /h)

max flow

4

4

15

25

25

30

15

15

5

25

(W)

POWER


400

400

600

750

1100

600

750

750

750

600

(v)

BEST INPUT 

VOLTAGE VOC


11-55

45-100

45-150

60-200

45-150

45-150

45-100

45-100

60-200

45-150

48

72

96

48

96

72

72

48

(m)

9

10

15

10

12

12

12

15

15

15

max head

(inch)

3

3

3

3

2

2

2

1

1

1

OUTLET


(mm)

1

1

1

1

1

1

1

1

1

1

CABLE
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Water Pumps

5SD/5SS
 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +50°C

Maximum sand content: 0.25%

Minimum well diameter: 5”


Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

Equip with start control box or digital auto-control box 

Curve tolerance according to ISO 9906 

Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

4 SP (M) 2-6 (N)

5SD 5SS
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Water Pumps

6SR
 For water supply from wells or reservoirs

 For domestic use, for civil and industrial applications

 For garden use and irrigation 

Applications

Operating conditions
Maximum fluid temperature up to +35°C

Maximum sand content: 0.25%

Minimum well diameter: 6”


Options on request
Special mechanical seal 

Other voltages or frequency 60Hz 

Single phase motor with built-in capacitor

Warranty: 2 years
(according to our general sales conditions)

Motor and Pump 
Rewindable motor 

Single-phase: 220-240V/50HZ 

Three-phase: 380-415V/50HZ

 1   Direct start (1 cable)

 2  Star-delta start (2 cable)


Equip with start control box or digital auto-control box

NEMA dimension standards

Curve tolerance according to ISO 9906 

6 SR (M)  18/6
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Water Pumps

6SR SUBMERSIBLE pumps

best quality

so powerfull

top genrator

PRACTICAL TYPE CONTROLLER

Page 63

4" DC PLASTIC IMPELLER IRON

Page 65

LEQDX DC BRUSHLESS SUBMERSIBLE

Page 62

DC SOLAR

Page 67

LBY DC BRUSHLESS SURFACE

Page 67

Industry Pumps

Page 64

ECONOMICAL CONTROLLERPRACTICAL TYPE CONTROLLER

Page 61

2" 3" 4" DC IRON SCREW

Page 60

3" DC PLASTIC IMPELLER IRON

Page 61
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Water Pumps

6SR SUBMERSIBLE pumps

best quality

so powerfull

top genrator

PRACTICAL TYPE CONTROLLER

Page 72

4" DC PLASTIC IMPELLER IRON

Page 79

LEQDX DC BRUSHLESS SUBMERSIBLE

Page 81

DC SOLAR

Page 79

AC/DC HYBRID SOLAR SURFACE PUMP

Page 83

AC/DC HYBRID SOLAR SUBMERSIBLE PUMP

Page 85

ECONOMICAL CONTROLLER

Page 71

2" 3" 4" DC IRON SCREW

Page 75

3" DC PLASTIC IMPELLER IRON

Page 53
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Water Pumps

3LSPS/3LSPI SERIES 

DC BRUSH SCREW/PLASTIC IMPELLER 

SOLAR PUMP


Outlet: Iron

Pump head:iron

Pump body: Stainless steel/Iron

Impeller: Screw/Plastic impeller

Motor: DC brush motor

Cable: 15M

MATERIAL OF PUMP

3LSPS-12-20-1-150-1

LSPS: DC brush solar pump screw model

12: Pump voltage

20: Max head

1: Max flow

150: Pump power

1: Outlet

MODEL ANALYSIS

Only use it for clean water

High lift and small flow, fit for

home use,drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

3LSPS-12-20-1-150-1

3LSPS-24-50-1.5-250-1

3LSPS-48-85-1.5-400-1

3LSPI-24-35-1.5-250-1

3LSPI-48-55-1.5-400-1

3LSPI-24-20-3-250-1

3LSPI-48-40-3-400-1

2X1.5MM 15M

2X1.5MM 15M

2X1.5MM 15M

2X1.5MM 15M

2X1.5MM 15M

2X1.5MM 15M

2X1.5MM 15M

24

1 20

1’’

1’’

1’’

1’’

1’’

1’’

1’’

50

85

40

35

55

20

1.5

1.5

1.5

3

1.5

3

150

250

400

250

400

250

400

48

24

12

48

24

48

max head OUTLET
 CABLE


3LSPS 3LSPI

INSTALLATION DIAGRAM
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Water Pumps

LSPS SERIES 

DC BRUSH SCREW SOLAR PUMP

Outlet: Iron

Pump head:iron

Pump body: Stainless steel/Iron

Impeller: Screw

Motor: DC brush motor

Cable: 20M

MATERIAL OF PUMP

LSPS-12-25-2-200-1

LSPS: DC brush solar pump screw model

12: Pump voltage

20: Max head

2: Max flow

200: Pump power

1: Outlet

MODEL ANALYSIS

Only use it for clean water

High lift and small flow, fit for

home use,drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

LSPS-12-25-2-200-1

LSPS-24-50-3-400-1

LSPS-36-40-3-300-1

LSPS-48-60-3-400-1

LSPS-72-70-3-600-1

20

20

20

20

20

48

2

3

25

1’’

1’’

1’’

1’’

1’’

50

40

60

70

3

3

3

200

400

300

400

600

36

12

24

72

max head OUTLET
 CABLE


LSPS

INSTALLATION DIAGRAM
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Water Pumps

LSWQB SERIES 

DC BRUSH SURFACE SOLAR PUMP


Outlet: Iron

Pump head:iron

Pump body: Aluminium

Impeller: Brass

Motor: DC brush motor

Cable: 1.5M

MATERIAL OF PUMP

LSWQB-12

LS: LARENS solar pump

WQB: WQB series model

12: Pump voltage

MODEL ANALYSIS

Only use it for clean water

Low lift, small flow, fit for home use,

drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE


(INCH)(v) (W) (m) (m)(m /h)3

POWER
 max flow

LSWQB-12

LSWQB-24

LSWQB-48

0.75"x0.75"

0.75"x0.75"

0.75"x0.75"48

1.5 5

35

25

15

5

51.5

1.5

180

280

350

24

12

max SUCT MAX HEAD OUTLET
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Water Pumps

LSGP SERIES 

DC BRUSH SUBMERSIBLE SOLAR PUMP


Outlet: Iron

Pump body: Iron

Impeller: Aluminium

Motor: DC brush motor

Cable: 1 M

MATERIAL OF PUMP

Only use it for clean water

Low lift, small flow, fit for home use,

drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE
 BEST INPUT

 VOLTAGE VOC

(mm)(v) (v) (W) m (inch)(m /h)3

POWER
 max flow

LSGP5.0/15-30/280-1

LSGP5.5/20-48/400-1

LSGP6.5/25-72/600-1

LSGP6.5/30-96/750-1

LSGP11.5/15-48/400-2

LSGP14.5/20-72/600-2

LSGP14.5/25-96/750-2

LSGP35/9.0-96/750-3

10

10

10

10

10

10

10

10

96 60-200

5

5.5

15

2

2

3

2

1

1

1

1

20

25

30

15

20

25

9

6.5

11.5

14.5

14.5

35

6.5

280

400

600

750

400

600

750

750

72 45-150

30 11-55

48 45-100

48 45-100

72 45-150

96 60-200

96 90-200

max head OUTLET
 CABLE


INSTALLATION DIAGRAM
2 inch

3 inch
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Water Pumps

AC/DC HYBRID PLASTIC IMPELLER SOLAR PUMP

Outlet/connection fitting:brass/stainless steel

Cylinder:brass/stainless steel

Pump body:201/304 stainless steel

Impeller:plastic

Cable:2M

Oil cooling

AC/DC and Hybrid MPPT function controller

AC input:single phase 220V

2 years warranty

MATERIAL OF PUMP

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

3LSC3.5/70-72/600-H

3LSC3.5/90-96/750-H

3LSC3.5/120-144/1100-H

3LSC3.5/150-192/1500-H

3LSC3.5/230-280/2200-H

3LSC6.5/55-96/750-H

3LSC6.5/80-144/1100-H

3LSC6.5/120-192/1500-H

3LSC6.5/160-280/2200-H

3LSC6.0/40-72/600-H

90~240

(m /h)3

max flow

3.5

3.5

3.5

3.5

6.0

6.5

6.5

6.5

6.5

3.5

(W)

POWER


600

750

1100

1500

2200

600

750

1100

1500

2200

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

m

70

90

120

150

230

40

55

80

120

160

max head

(inch)

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

OUTLET


60~200

60~240

90~340

90~430

100~490

60~200

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC

AC/DC SOLAR SURFACE PUMP CHART

DC AC/DC HYBRID
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Water Pumps

AC/DC HYBRID SS IMPELLER SOLAR PUMP

Outlet/connection fitting:brass/stainless steel

Cylinder:brass/stainless steel

Pump body:201/304 stainless steel

Impeller:plastic

Cable:2M

Oil cooling

AC/DC HYBRID MPPT function controller

AC input:single phase 220V

2 years warranty

MATERIAL OF PUMP

AC/DC  SS IMPELLER SOLAR PUMP CHART

DC
AC/DC HYBRID

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

3PSS4.5/75-72/600-H

3PSS4.5/90-96/750-H

3PSS4.5/110-144/1100-H

3PSS4.5/130-192/1500-H

3PSS4.5/200-280/2200-H

90~240

(m /h)3

max flow

4.5

4.5

4.5

4.5

4.5

(W)

POWER


600

750

1100

1500

2200

90~240

90~240

90~240

90~240

m

75

90

110

130

200

max head

(inch)

1.25"

1.25"

1.25"

1.25"

1.25"

OUTLET


60~200

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC
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Water Pumps

ITEM

NO


DC 
VOLTAGE

(v) (v)

3LSC3.0/25-24/300

3LSC3.0/45-48/400

3LSC3.5/70-72/600

3LSC3.5/90-96/750

3LSC3.5/120-144/1100

3LSC3.5/230-280/2200

3LSC6.0/40-72/600

3LSC6.5/55-96/750

3LSC6.5/80-144/1100

3LSC6.5/120-192/1500

3LSC6.5/160-280/2200

3LSC3.5/150-192/1500

96

(m /h)3

max flow

3.0

3.0

3.5

3.5

3.5

3.5

6.0

6.5

6.5

6.5

6.5

3.5

(W)

POWER


300

400

600

750

1100

1500

2200

600

750

1100

1500

2200

72

24

48

144

192

280

72

96

144

192

280

m

25

45

70

90

120

150

230

40

55

80

120

160

max head

(inch)

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

OUTLET


11~55

45~150

60~150

60~200

90~340

90~430

100~490

60~150

60~200

90~340

90~430

100~490

BEST INPUT 
VOLTAGE VOC

DC SOLAR SURFACE PUMP CHART

DC SOLAR SURFACE PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

90~240

90~240

90~240

90~240

90~240

(m /h)3

max flow

(W)

POWER


750

1100

1500

2200

750

1100

1500

2200

90~240

90~240

90~240

m

90

120

150

230

55

80

120

160

MAX HEAD


(INCH)

1"

1"

1"

1"

1"

1"

1"

1"

OUTLET

60~240

90~340

90~430

100~490

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC

3LSC3.5/90-252/750-AH

3LSC3.5/120-252/1100-AH

3LSC3.5/150-192/1500-AH

3LSC3.5/230-280/2200-AH

3LSC6.5/55-252/750-AH

3LSC6.5/80-252/1100-AH

3LSC6.5/120-192/1500-AH

3LSC6.5/160-280/2200-AH

3.5

3.5

3.5

6.5

6.5

6.5

6.5

3.5
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Water Pumps

DC SS IMPELLER SOLAR PUMP CHART

HYBRID SS IMPELLER SOLAR PUMP CHART

ITEM

NO


DC 
VOLTAGE

(v) (v)

3PSS4.0/30-24/300

3PSS4.5/45-48/400

3PSS4.5/75-72/600

3PSS4.5/90-96/750

3PSS4.5/110-144/1100

3PSS4.5/200-280/2200

3PSS4.5/130-192/1500

96

(m /h)3

max flow

4.0

4.5

4.5

4.5

4.5

4.5

4.5

(W)

POWER


300

400

600

750

1100

1500

2200

72

24

48

144

192

280

m

30

45

75

90

110

130

200

max head

(inch)

1.25"

1.25"

1.25’

1.25"

1.25"

1.25"

1.25"

OUTLET


11~55

45~150

60~150

60~200

90~340

90~430

100~490

BEST INPUT 
VOLTAGE VOC

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

90~240

(m /h)3

max flow

(W)

POWER


750

1100

1500

2200

90~240

90~240

90~240

m

90

110

130

200

MAX HEAD


(INCH)

1.25"

1.25"

1.25"

1.25"

OUTLET

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC

3PSS4.5/90-252/750-AH

3PSS4.5/110-252/1100-AH

3PSS4.5/130-192/1500-AH

3PSS4.5/200-280/2200-AH

4.5

4.5

4.5

4.5
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Water Pumps

AC/DC PLASTIC IMPELLER SOLAR PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

4LSC3.5/70-72/600-H

4LSC3.5/90-96/750-H

4LSC3.5/120-144/1100-H

4LSC4.5/130-192/1500-H

4LSC4.5/190-280/2200-H

4LSC6.5/55-96/750-H

4LSC6.5/55-96/750-H

4LSC7.0/110-192/1500-H

4LSC7.5/150-280/2200-H

4LSC9.0/30-72/600-H

4LSC9.0/45-96/750-H

4LSC9.0/65-144/1100-H

4LSC10.0/95-192/1500-H

4LSC10.0/130-280/2200-H

4LSC13.0/30-96/750-H

4LSC14.0/45-144/1100-H

4LSC14.5/70-192/1500-H

4LSC14.5/100-280/2200-H

4LSC20/45-192/1500-H

4LSC20/65-280/2200-H

4LSC6.0/40-72/600-H

90~240

(m /h)3

max flow

3.5

3.5

4.5

4.5

6.0

6.5

6.5

7.0

7.5

9.0

9.0

9.0

10.0

10.0

6.5

13.0

14.0

14.5

20.0

20.0

3.5

(W)

POWER


600

750

1100

1500

2200

600

750

1100

1500

2200

600

750

1100

1500

2200

750

1100

1500

2200

1500

2200

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

m

70

90

120

130

130

40

55

85

110

150

30

45

65

95

130

30

45

70

100

45

65

max head

(inch)

1.25"

1.5"

1.5"

1.5"

1.5"

1.5"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

1.25"

1.25"

1.25"

1.25"

OUTLET


60~200

60~240

90~340

90~430

100~490

60~200

60~240

90~340

90~430

100~490

60~200

60~240

90~340

90~430

100~490

60~200

90~340

90~430

100~490

90~430

100~490

DC INPUT

VOLTAGE VOC
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Water Pumps

LSY SERIES 

DC BRUSH SUBMERSIBLE SOLAR PUMP


Outlet: Aluminium

Pump body: Aluminium

Impeller: Aluminium

Motor: DC brush motor

Cable: 1 M

MATERIAL OF PUMP

Only use it for clean water

Low lift, small flow, fit for home use,

drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE
 BEST INPUT

 VOLTAGE VOC

(mm)(v) (v) (W) m (inch)(m /h)3

POWER
 max flow

LSY4/9-24/400-1

LSY4/10-48/400-1

LSY5/15-72/600-1

LSY15/12-72/600-2

LSY15/15-96/750-2

LSY25/10-72/600-3

LSY25/12-96/750-3

1

1

1

1

1

1

1

72 45-150

4

4

15

2

3

3

2

1

1

1

20

25

30

15

20

25

15

15

25

25

5

400

400

600

600

750

600

750

72 45-150

24 11-55

48 45-100

96 60-200

72 45-150

96 60-200

max head OUTLET
 CABLE


INSTALLATION DIAGRAM

2 inch

3 inch
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Water Pumps

LSSP/LSBP/LSNP SERIES 

DC BRUSH SUBMERSIBLE SOLAR PUMP

Outlet: Plastic/Iron

Pump body: Iron

Impeller: Plastic

Motor: DC brush motor

Cable: 3 M

MATERIAL OF PUMP

LSSP-12

LS: LARENS solar pump

SP: SP series model

12: Pump voltage

MODEL ANALYSIS

Only use it for clean water

Low lift, small flow, fit for home use,

drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE


(v) (W) m (inch)(m /h)3

POWER
 max flow

LSSP-12

LSSP-24

LSSP-48

LSSP-60

LSBP-12

LSBP-24

LSBP-48

LSBP-60

LSNP-12

LSNP-24

LSBP-48

LSNP-60

60

3 10

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1’’

1"/1.5"/2" 

1"/1.5"/2"

1"/1.5"/2"

1’’

6/8/12

6/8/12

14

14

9-10

12

14

14

6/8/12

10

12

6

7

3

4

7

5

5

3

4

5

5

180

200

280

300

180

200

260

280

160

190

255

270

48

24

12

12

24

48

60

12

24

48

60

max head OUTLET


LSSP LSBP LSNP

INSTALLATION DIAGRAM
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Water Pumps

LSPI SERIES 

DC BRUSH PLASTIC IMPELLER 

SOLAR PUMP


Outlet: Iron

Pump head:iron

Pump body: Stainless steel/Iron

Impeller: Plastic

Motor: DC brush motor

Cable: 20M

MATERIAL OF PUMP

LSPS-12-25-2-200-1

LSPS: DC brush solar pump screw model

12: Pump voltage

20: Max head

2.5: Max flow

200: Pump power

1: Outlet

MODEL ANALYSIS

Only use it for clean water

High lift and small flow, fit for

home use,drinking water

PRODUCT FEATURES

ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

LSPI-12-20-2.5-200-1

LSPI-24-40-3-400-1

LSPI-48-50-3-400-1

LSPI-72-60-3-600-1

LSPI-96-75-3-750-1

LSPI-48-30-12-750-2

20

20

20

20

20

20

72

2.5

3

20

1’’

2’’

1’’

1’’

1’’

1’’

40

50

60

75

30

3

3

12

3

200

400

400

600

750

750

48

12

24

96

48

max head OUTLET
 CABLE


ITEM

NO


VOLTAGE


(mm)(v) (W) m (inch)(m /h)3

POWER
 max flow

LSPI-48-30-12-750-2 206.5 20 2’’75048

max head OUTLET
 CABLE


INSTALLATION DIAGRAM
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Water Pumps

AC/DC HYBRID PLASTIC IMPELLER SOLAR PUMP 

Outlet/connection fitting:brass/stainless steel

Cylinder:brass/stainless steel

Pump body:201/304 stainless steel

Impeller:plastic

Cable:2M

Oil cooling

AC/DC HYBRID MPPT function controller

AC input:single phase 220V

2 years warranty

MATERIAL OF PUMP

DC
AC/DC HYBRID
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Water Pumps

AC/DC HYBRID SS IMPELLER SOLAR PUMP

Outlet/connection fitting:201/304 stainless steel

Cylinder:brass/stainless steel

Pump body:201/304 stainless steel

Impeller:201/304 stainless steel

Cable:2M

Oil cooling

AC/DC HYBRID MPPT function controller

AC input:single phase 220V

2 years warranty

MATERIAL OF PUMP

DC
AC/DC HYBRID

4PSS 6PSS
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Water Pumps

AC/DC HYBRID SOLAR SURFACE PUMP

Outlet:stainless steel/aluminium

Pump head:stainless steel/aluminium

Pump body:aluminium

Impeller:brass/iron

Cable:1.2M

Air cooling

AC/DC HYBRID MPPT function controller

AC input:single phase 220V

2 years warranty

MATERIAL OF PUMP

DC
AC/DC HYBRID

AC/DC, HYBRID
LSGJ
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Water Pumps

AC/DC HYBRID SOLAR SWIMMING POOL PUMP

DC
AC/DC HYBRID

AC/DC, HYBRID

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

LSP14/13-72/600-H

LSP16/14-96/750-H

LSP22/13-144/1100-H

LSP25/14-192/1500-H

LSP36/18-280/2200-H

90~240

(m /h)3

max flow

14

16

25

36

22

(W)

POWER


600

750

1100

1500

2200

90~240

90~240

90~240

90~240

mm

813

814

813

814

818

MAX SUCT
MAX HEAD


(mm)

Φ 60/ Φ 63

Φ 60/ Φ 63

Φ 60/ Φ 63

Φ 50

Φ 50

TUBE 

DIAMETER

60~200

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC

AC/DC SOLAR SWIMMING POOL PUMP CHART
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Water Pumps

AC/DC HYBRID SOLAR SURFACE PUMP

DC
AC/DC HYBRID

AC/DC SOLAR SURFACE PUMP CHART

Outlet:iron

Pump head:iron

Pump body:aluminium

Impeller:brass

Cable:1.2M

Air cooling

AC/DC HYBRID MPPT function controller

AC input:single phase 220V

2 years warranty

MATERIAL OF PUMP

AC/DC, HYBRID DC

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

90~240

(m /h)3

max flow

(W)

POWER


600

750

1100

1500

2200

90~240

90~240

90~240

90~240

mm

814

814

815

817

816

MAX SUCT
MAX HEAD


(mm)

4.0" × 4.0"

3.0" × 3.0"

2.0" × 2.0"

2.0" × 2.0"

1.5" × 1.5"

TUBE 

DIAMETER

60~200

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC

LHF15/14-72/600-H

LHF20/14-96/750-H

LHF28/15-144/1100-H

LHF45/17-192/1500-H

LHF60/16-280/2200-H

15

20

45

60

28
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Water Pumps

AC/DC HYBRID SOLAR SUBMERSIBLE PUMP

DC
AC/DC HYBRID

AC/DC SOLAR SUBMERSIBLE PUMP CHART

Outlet:iron

Pump head:iron

Pump body:iron

Impeller:aluminium

Cable:2M

AC/DC HYBRID MPPT function controller

AC Input:single phase 220V

2 years warranty

MATERIAL OF PUMP

AC/DC, HYBRID

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

90~240

(m /h)3

max flow

(W)

POWER


1100

1500

1500

2200

90~240

90~240

90~240

m

10

12

10

14

MAX HEAD


(INCH)

4"

4"

3"

3"

OUTLET

90~340

90~430

90~430

100~490

DC INPUT

VOLTAGE VOC

LSG40/10-144/1100-H

LSG45/12-192/1500-H

LSG48/10-192/1500-H

LSG56/14-280/2200-H

40

45

56

48
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Water Pumps

AC/DC HYBRID PLASTIC IMPELLER SOLAR PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

4LSC3.5/90-252/750-AH

4LSC3.5/120-252/1100-AH

4LSC4.5/130-192/1500-AH

4LSC4.5/190-280/2200-AH

4LSC6.5/55-252/750-AH

4LSC7.0/110-192/1500-AH

4LSC7.5/150-280/2200-AH

4LSC7.5/210-350/3000-AH

4LSC9.0/45-252/750-AH

4LSC9.0/65-252/1100-AH

4LSC10.0/95-192/1500-AH

4LSC10.0/130-280/2200-AH

4LSC10.0/170-350/3000-AH

4LSC13.0/30-252/750-AH

4LSC14.0/45-252/1100-AH

4LSC14.5/70-192/1500-AH

4LSC14.5/100-280/2200-AH

4LSC14.5/120-350/3000-AH

4LSC20.0/45-192/1500-AH

4LSC20.0/65-280/2200-AH

4LSC30.0/50-350/3000-AH

4LSC6.5/55-252/750-AH

90~240

(m /h)3

max flow

3.5

3.5

4.5

6.5

6.5

7.0

7.5

7.5

9.0

10.0

10.0

10.0

13.0

14.0

14.5

14.5

14.5

20.0

20.0

20.0

30.0

4.5

(W)

POWER


750

1100

1500

2200

750

1100

1500

2200

3000

750

1100

1500

2200

3000

1500

750

1100

1500

2200

1500

2200

3000

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

m

90

120

130

190

55

85

110

150

210

45

65

95

130

170

30

45

65

100

120

45

65

50

max head

(inch)

1.5"

1.5"

1.5"

1.5"

1.5"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

1.25"

1.25"

1.25"

1.25"

OUTLET


60~240

90~340

90~430

100~490

60~240

90~340

90~430

100~490

100~750

60~240

90~340

90~430

100~490

100~750

60~240

90~340

90~430

100~490

100~750

90~430

100~490

100~750

DC INPUT

VOLTAGE VOC
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Water Pumps

AC/DC SS IMPELLER SOLAR PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

PSS3.0/100-252/750-AH

4PSS3.0/140-252/1100-AH

4PSS3.0/170-192/1500-AH

4PSS3.5/260-280/2200-AH

4PSS5.5/70-252/750-AH

4PSS6.0/130-192/1500-AH

4PSS6.0/190-280/2200-AH

4PSS6.5/260-350/3000-AH

4PSS8.0/50-252/750-AH

4PSS8.0/80-252/1100-AH

4PSS9.0/100-192/1500-AH

4PSS9.0/140-280/2200-AH

4PSS9.5/180-350/3000-AH

4PSS15.0/30-252/750-AH

4PSS15.0/45-252/1100-AH

4PSS16.0/70-192/1500-AH

4PSS17.0/100-280/2200-AH

4PSS17.0/130-350/3000-AH

4PSS21.0/40-192/1500-AH

4PSS21.0/60-280/2200-AH

4PSS28.0/55-350/3000-AH

6PSS25.0/30-192/1500-AH

6PSS25.0/45-280/2200-AH

6PSS30.0/55-350/3000-AH

6PSS40.0/30-350/3000-AH

4PSS5.5/100-252/1100-AH

90~240

(m /h)3

max flow

3.0

3.0

3.5

5.5

5.5

6.0

6.0

5.5

8.0

8.0

9.0

9.0

9.5

15.5

15.0

16.5

17.0

17.0

21.0

21.0

28.0

25.0

25.0

30.0

40.0

3.0

(W)

POWER


750

1100

1500

2200

750

1100

1500

2200

3000

750

1100

1500

2200

3000

1500

750

1100

1500

2200

1500

2200

3000

1500

2200

3000

3000

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

m

100

140

190

260

70

100

130

190

260

50

80

100

140

180

30

45

70

100

130

40

60

55

30

45

55

30

max head

(inch)

1.25"

1.25"

1.25"

1.25"

1.25"

1.5"

1.5"

1.5"

1.5"

1.5"

2"

2"

2"

2"

2"

2"

2"

2"

3"

3"

3"

3"

1.25"

1.25"

1.25"

1.25"

OUTLET


60~200

90~340

90~340

100~490

60~240

90~340

90~430

100~490

100~750

60~240

90~340

90~430

100~490

100~750

60~240

90~340

90~430

100~490

100~750

90~430

100~490

100~750

90~430

100~490

100~750

100~750

DC INPUT

VOLTAGE VOC
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Water Pumps

HYBRID SS IMPELLER SOLAR PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

4PSS3.0/100-252/750-AH

4PSS3.0/140-252/1100-AH

4PSS3.0/170-192/1500-AH

4PSS3.5/260-280/2200-AH

4PSS5.5/70-252/750-AH

4PSS6.0/130-192/1500-AH

4PSS6.0/130-192/1500-AH

4PSS6.5/260-350/3000-AH

4PSS8.0/50-252/750-AH

4PSS8.0/80-252/1100-AH

4PSS9.0/100-192/1500-AH

4PSS9.0/140-280/2200-AH

4PSS9.5/180-350/3000-AH

4PSS15.0/30-252/750-AH

4PSS15.0/45-252/1100-AH

4PSS16.0/70-192/1500-AH

4PSS17.0/100-280/2200-AH

4PSS17.0/130-350/3000-AH

4PSS21.0/40-192/1500-AH

4PSS21.0/60-280/2200-AH

4PSS28.0/55-350/3000-AH

6PSS25.0/30-192/1500-AH

6PSS25.0/45-280/2200-AH

6PSS30.0/55-350/3000-AH

6PSS40.0/30-350/3000-AH

4PSS5.5/100-252/1100-AH

90~240

(m /h)3

max flow

3.0

3.0

3.5

5.5

5.5

6.0

6.0

6.5

8.0

8.0

9.0

9.0

13.0

14.0

14.5

9.5

15.0

15.0

21.0

21.0

28.0

25.0

25.0

30.0

40.0

3.0

(W)

POWER


750

1100

1500

2200

750

1100

1500

2200

3000

750

1100

1500

2200

3000

1500

750

1100

1500

2200

1500

2200

3000

3000

3000

3000

3000

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

90~240

m

100

140

170

260

70

100

130

190

260

50

80

100

140

180

30

45

70

100

130

40

60

55

30

45

55

30

max head

(inch)

1.25"

1.25"

1.25"

1.25"

1.25"

1.5"

1.5"

1.5"

1.5"

1.5"

2"

2"

2"

2"

2"

2"

2"

2"

3"

3"

3"

3"

1.25"

1.25"

1.25"

1.25"

OUTLET


60~240

90~340

90~430

100~490

60~240

90~340

90~430

100~490

100~750

60~240

90~340

90~430

100~490

100~750

60~240

90~340

90~430

100~490

100~750

90~430

100~490

100~750

100~750

100~750

100~750

100~750

DC INPUT

VOLTAGE VOC
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Water Pumps

AC/DC  SOLAR SURFACE PUMP CHART

DC  SOLAR SURFACE PUMP CHART

DC  SOLAR SURFACE PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

LSGJ3.1/35-72/600-H

LSGJ3.1/40-96/750-H

LZSU17/14-144/1100-H

LZSU18/22-192/1500-H

LZSU45/19-280/2200-H

90~240

(m /h)3

max flow

3.1

3.1

18

4.5

17

(W)

POWER


600

750

1100

1500

2200

90~240

90~240

90~240

90~240

m

35

40

14

22

19

max head

(inch)

3.0" × 3.0"

2.0" × 2.0"

2.0" × 2.0"

1.0" × 1.0"

1.0" × 1.0"

OUTLET


60~200

60~240

90~340

90~430

100~490

DC INPUT

VOLTAGE VOC

ITEM

NO


DC 
VOLTAGE

(v) (v)

LSGJ3.1/35-72/600

LSGJ3.1/40-96/750

(m /h)3

max flow

3.1

3.1

(W)

POWER


600

750

72

96

m m

35 8

40 8

max head MAX SUCT

(inch)

1.0" × 1.0"

1.0" × 1.0"

OUTLET


60~150

60~200

BEST INPUT 
VOLTAGE VOC

HYBRID SOLAR SURFACE PUMP CHART

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

LSGJ3.1/40-252/750-AH

LZSU17/14-252/1100-AH

LZSU18/22-192/1500-AH

LZSU45/19-280/2200-AH

(m /h)3

max flow

3.1

17

18

45

(W)

POWER


750

1100

1500

2200

90~240

90~240

90~240

90~240

m m

40 8

14

22

19

8

8

8

max head MAX SUCT

(inch)

2.0" × 2.0"

2.0" × 2.0"

3.0" × 3.0"

1.0" × 1.0"

OUTLET


60~240

90~340

90~430

100~490

DC INPUT 
VOLTAGE VOC

ITEM

NO


DC 
VOLTAGE

(v) (v)

LSGJ3.1/35-72/600

LSGJ3.1/40-96/750

LHF28/15-144/1100

LHF45/17-192/1500

LHF60/16-280/2200

LHF80/20-385/3000

(m /h)3

max flow

15

20

28

45

60

80

(W)

POWER


600

750

1100

1500

2200

3000

72

96

96

96

96

385

m m

14 8

14

15

17

16

20

8

8

8

8

8

max head MAX SUCT

(inch)

2.0" × 2.0"

2.0" × 2.0"

3.0" × 3.0"

4.0" × 4.0"

5.0" × 5.0"

1.5" × 1.5"

OUTLET


60~150

60~200

90~340

90~430

100~490

100~750

BEST INPUT 
VOLTAGE VOC
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Water Pumps

DC SOLAR SWIMMING POOL PUMP CHART

HYBRID SOLAR SWIMMING POOL PUMP CHART

ITEM

NO


DC 
VOLTAGE

(v) (v)

LSP6/9-24/200

LSP10/10-24/370

LSP14/13-72/600

LSP16/14-96/750

LSP22/13-144/1100

LSP25/14-192/1500

LSP36/18-280/2200

(m /h)3

max flow

6

10

14

16

22

25

36

(W)

POWER


200

370

600

750

1100

1500

2200

24

24

72

96

144

192

280

m m

9 8

10

13

14

13

14

18

8

8

8

8

8

8

max head MAX SUCT

(MM)

Φ 50

Φ 50

Φ 50

Φ 60/ Φ 63

Φ 60/ Φ 63

Φ 60/ Φ 63

Φ 32/ Φ 38

TUBE

 DIAMETER

11~55

11~55

60~150

60~200

90~340

90~430

100~490

BEST INPUT 
VOLTAGE VOC

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

LSP16/14-252/750-AH

LSP22/13-252/1100-AH

LSP25/14-192/1500-AH

LSP36/18-280/2200-AH

(m /h)3

max flow

16

22

25

36

(W)

POWER


750

1100

1500

2200

90~240

90~240

90~240

90~240

m m

14 8

13

14

18

8

8

8

max head MAX SUCT

(inch)

Φ 60/ Φ 63

Φ 60/ Φ 63

Φ 60/ Φ 63

Φ 50

OUTLET


60~240

90~340

90~430

100~490

DC INPUT 
VOLTAGE VOC
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Water Pumps

DC  SOLAR SURFACE PUMP CHART

HYBRID SOLAR SURFACE PUMP CHART

ITEM

NO


DC 
VOLTAGE

(v) (v)

LZSU17/14-144/1100

LZSU18/22-192/1500

LZSU45/19-280/2200

(m /h)3

max flow

17

18

45

(W)

POWER


1100

1500

2200

144

192

280

m m

14 8

22

19

8

8

max head MAX SUCT

(inch)

2.0" × 2.0"

3.0" × 3.0"

2.0" × 2.0"

OUTLET


90~340

90~430

100~490

BEST INPUT 
VOLTAGE VOC

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

LHF20/14-252/750-AH

LHF28/15-252/1100-AH

LHF45/17-192/1500-AH

LHF45/17-192/1500-AH

LHF80/20-350/3000-AH

(m /h)3

max flow

20

28

45

60

80

(W)

POWER


750

1100

1500

2200

3000

90~240

90~240

90~240

90~240

90~240

m m

14 8

15

17

16

20

8

8

8

8

max head MAX SUCT

(inch)

2.0" × 2.0"

3.0" × 3.0"

4.0" × 4.0"

5.0" × 5.0"

2.0" × 2.0"

OUTLET


60~240

90~340

90~430

100~490

100~750

DC INPUT 
VOLTAGE VOC
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Water Pumps

DC SS IMPELLER SOLAR PUMP CHART

ITEM

NO


DC 
VOLTAGE

(v) (v)

4PSS3.0/30-24/300

4PSS3.0/50-48/400

4PSS3.0/80-72/600

4PSS3.0/100-96/750

4PSS3.0/140-144/1100

4PSS3.5/260-280/2200

4PSS5.5/50-72/600

4PSS5.5/70-96/750

4PSS5.5/100-144/1100

4PSS6.0/130-192/1500

4PSS6.0/190-280/2200

4PSS6.5/260-385/3000

4PSS7.0/40-72/600

4PSS8.0/50-96/750

4PSS8.0/80-144/1100

4PSS9.0/100-192/1500

4PSS9.0/140-280/2200

4PSS9.5/180-385/3000

4PSS15.0/30-96/750

4PSS15.0/45-144/1100

4PSS16.0/70-192/1500

4PSS17.0/100-280/2200

4PSS17.0/130-385/3000

4PSS21.0/40-192/1500

4PSS21.0/60-280/2200

4PSS23.0/65-385/3000

4PSS28/55-385/3000

6PSS25.0/30-192/1500

6PSS25.0/45-280/2200

6PSS30.0/55-385/3000

6PSS40.0/30-385/3000

4PSS3.0/170-192/1500

96

(m /h)3

max flow

3.0

3.0

3.0

3.0

3.0

3.5

5.5

5.5

5.5

6.0

6.0

6.5

7.0

8.0

8.0

9.0

9.0

9.5

15.0

15.0

16.0

17.0

17.0

21.0

21.0

23.0

28.0

25.0

25.0

30.0

40.0

3.0

(W)

POWER


300

400

600

750

1100

1500

2200

400

600

750

1100

2200

3000

600

750

1100

1500

2200

3000

750

1100

1500

2200

3000

1500

2200

2200

3000

2200

3000

3000

3000

72

24

48

144

192

280

48

72

96

144

192

280

385

72

96

144

192

280

385

96

144

192

280

385

192

280

385

280

385

385

385

m

30

50

80

100

140

170

260

50

70

100

130

190

260

40

50

80

100

140

180

30

40

60

55

30

40

60

65

55

30

45

55

30

max head

(inch)

1.25"

1.25"

1.25"

1.25"

1.25"

1.25"

1.25"

1.25"

1.25"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

2"

2"

2"

2"

2"

2"

2"

2"

2"

3"

3"

3"

3"

1.25"

1.25"

1.25"

1.25"

OUTLET


11~55

45~150

60~150

60~200

90~340

90~430

100~490

60~150

60~200

90~340

90~430

100~490

100~750

60~150

60~200

90~340

90~340

100~490

100~750

60~200

90~340

90~430

100~490

100~750

90~430

100~490

100~750

100~750

90~430

100~490

100~750

100~750

BEST INPUT 
VOLTAGE VOC
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Water Pumps

DC PLASTIC IMPELLER SOLAR PUMP CHART

ITEM

NO


DC 
VOLTAGE

(v) (v)

4LSC3.0/30-24/300

4LSC3.5/50-48/400

4LSC3.5/70-72/600

4LSC3.5/90-96/750

4LSC3.5/120-144/1100

4LSC4.5/190-280/2200

4LSC6.0/30-48/400

4LSC6.0/30-48/400

4LSC6.5/55-96/750

4LSC6.5/85-144/1100

4LSC7.0/110-192/1500

4LSC7.5/150-280/2200

4LSC7.5/210-385/3000

4LSC9.0/30-72/600

4LSC9.0/45-96/750

4LSC9.0/65-144/1100

4LSC10.0/95-192/1500

4LSC10.0/130-280/2200

4LSC10.0/170-385/3000

4LSC13.0/30-96/750

4LSC14.0/45-144/1100

4LSC14.5/70-192/1500

4LSC14.5/100-280/2200

4LSC14.5/120-385/3000

4LSC20.0/45-192/1500

4LSC20.0/75-385/3000

4LSC20.0/75-385/3000

4LSC30.0/35-280/2200

4LSC30.0/50-385/3000

4LSC4.5/130-192/1500

96

(m /h)3

max flow

3.0

3.5

3.5

3.5

4.5

4.5

6.0

6.0

6.5

6.5

7.0

7.5

7.5

9.0

9.0

9.0

10.0

10.0

10.0

13.0

14.5

14.5

14.5

20.0

20.0

20.0

20.0

30.0

30.0

3.5

(W)

POWER


300

400

600

750

1100

1500

2200

400

600

750

1100

2200

3000

600

750

1100

1500

2200

3000

750

1100

1500

2200

3000

1500

2200

2200

3000

2200

3000

72

24

48

144

192

280

48

72

96

144

192

280

385

72

96

144

192

280

385

96

144

192

280

385

192

280

385

280

385

m

30

50

70

90

120

130

190

30

40

55

85

110

150

210

30

45

65

95

130

170

30

45

70

100

120

45

65

75

35

50

max head

(inch)

1.25"

1.25"

1.25"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

2"

1.25"

1.25"

1.25"

1.25"

OUTLET


11~55

45~150

60~150

60~200

60~150

60~200

90~340

90~430

100~490

45~150

60~150

60~200

90~340

100~490

100~750

60~150

60~200

90~340

90~430

100~490

100~750

60~200

90~340

90~430

100~750

90~430

100~490

100~750

100~490

100~750

BEST INPUT 
VOLTAGE VOC
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Water Pumps

DC SOLAR SUBMERSIBLE PUMP CHART

HYBRID SOLAR SURFACE PUMP CHART

ITEM

NO


DC 
VOLTAGE

(v) (v)

LSG40/10-144/1100

LSG45/12-192/1500

LSG45/12-192/1500

LSG56/14-280/2200

(m /h)3

max flow

40

45

48

56

(W)

POWER


1100

1500

1500

2200

144

192

192

280

m m

10 8

12

10

14

8

8

8

max head MAX SUCT

(inch)

3"

4"

4"

3"

OUTLET


90~340

90~430

90~430

100~490

BEST INPUT 
VOLTAGE VOC

ITEM

NO


AC INPUT

VOLTAGE

(v) (v)

90~240

(m /h)3

max flow

(W)

POWER


1100

1500

1500

2200

90~240

90

90~240

m

10

12

10

14

MAX HEAD


(INCH)

4"

4"

3"

3"

OUTLET

90~340

90~430

90~430

100~490

DC INPUT

VOLTAGE VOC

LSG40/10-252/1100-AH

LSG45/12-192/1500-AH

LSG48/10-192/1500-AH

LSG56/14-280/2200-AH

40

45

56

48
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Water Pumps

6SR SUBMERSIBLE pumps

best quality

so powerfull

top genrator

3SV/4SV series

Page 39

SC series

Page 34

QDX series

Page 30

QC series

Page 31

QS series

Page 32

WS series


Page 35

3SK/4SK series

Page 38

4SN series


Page 37

3QG/4QG series

Page 36
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COMPANY PROFILE

Khoshbakht Group is a leading global exporting and importing company that was founded in 1991 
with the goal of providing exceptional products and services to customers worldwide. Since then, 
the company have established strategic partnerships with manufacturers and distributors in 
order to offer high-quality products at competitive prices. With an extensive distribution network 
in Asia, Africa, and Europe, we are able to serve customers across the globe with efficiency and 
reliability.


Our main office is located in Zhejiang, China and we have active branches in UAE, Uzbekistan and 
Afghanistan. Khoshbakht Group is continuing its expansion plans to other countries as well. So far, 
the company has exclusive distributers in more than 33 countries and is continuously expanding 
its reach to new markets. Our comprehensive range of products includes agricultural and 
industrial machinery, construction tools and equipment, power tools, and other related products. 
All of our products are manufactured in compliance with international quality standards and 
offered at competitive prices to ensure maximum customer satisfaction. Our company is 
committed to fostering long-term partnerships with our clients which are based on transparency, 
reliability and mutual trust.


OUR VISION: To become a globally recognized leader in the export and import industry by 
providing exceptional products and services to customers worldwide, while maintaining our 
commitment to integrity, transparency, and social responsibility.

OUR GOALS:

�  To continue providing top-quality products and exceptional customer service to our clients�
�  To expand our distribution network to new regions and countries�
�  To maintain innovative product offerings that meet the changing needs of the market and 

customers.


OUR TEAM: Our team comprises of highly experienced professionals who are dedicated to 
providing exceptional customer service and ensuring the smooth running of our operations. We 
believe that their expertise and commitment are critical components of our success, which is why 
we invest considerable resources to ensure that they receive the necessary training and 
professional development to stay updated with the latest industry trends and best practices.

water pumps catalogue

Water Pumps

technical parameters

technical parameters
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model flow


(m /h)

pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
(mm)

model pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter

flow


(m /h)
3

Water Pumps

technical parameters
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model pump lift


(m)

power


(kw)

voltage


(v)

speed


(r /min)
diameter

flow


(m /h)
3

Water Pumps

QD

Performance Data

Maximum liquid temperature +40C


pH level from 6.5-8.5


Maximum sand content is 0.1 %.Passage of


suspended solids up to 0.2mm


Power frequency is 50Hz.NominaI voltage is


220VAC for single phase and 380VAC for three


phase with the range from -10% to 10%.


Immersion depth from 0.5m-5m

Application Limits

High head, multistage centrifugal pump


Compact structure, covering small area, convenient


to move and use


The angular contact ball bearing, improving the


service life

Advantages & Features

(m /h)3

model Power Ratet

current

max.flo

w max.head

head


range

single-phase three -phase Kw HP (a) (m) (m)

page 35 www.Khoshbakhtgroup.com 00971525314040Dubai - UAE 008618857992910 - 008615958984000China

Water Pumps

Performance Data
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(m /h)3

model Power Ratet

current

max.flo

w max.head

head


range

single-phase three -phase Kw HP (a) (m) (m)

Water Pumps

QY

QJ DEEP WELL SUBMERSIBLE SERIES

Maximum liquid temperature +40C


pH level from 6.5-8.5


Maximum sand content is 0.1 %.Passage of


suspended solids up to 0.2mm


Power frequency is 50Hz.NominaI voltage is


220VAC for single phase and 380VAC for three


phase with the range from -10% to 10%.


Immersion depth from 0.5m-5m

Application Limits

Wear-resistant whole cast iron parts design.


Compact structure, easy to use.


High quality double sides mechanical sealing to be


reliable operating.

Advantages & Features

(m /h)3

model

Power Ratet

current

max.flo

w

max.head
head


range

Kw HP (a) (m) (m)
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Water Pumps

Performance Data

(m /h)3

model

Power Ratet

current

max.flo

w

max.head head


range

Kw HP (a) (m) (m)
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Water Pumps

Performance Data
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(m /h)3

model

Power Ratet

current

max.flo

w

max.head
head


range

Kw HP (a) (m) (m)

Water Pumps

Performance Data
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(m /h)3

model

Power Ratet

current

max.flo

w

max.head head


range

Kw HP (a) (m) (m)

Water Pumps

VCP
VERTICAL CENTRIFUGAL PUMPS

VCP370A VCP370B VCP500A

VCP500B VCP500C VCP750

model Power (m /h)3

QINLET

OUTLET

0

0 5

0.3 0.6

10

0.9

15 20

1.2 1.5

25

1.8

30

2.1

35

2.4

40

2.7

45

3.0

50

3.6

60

4.2

70single-phase inch Kw HP 1/min

Performance Data
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Water Pumps
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SP

PERFORMANCE CHART AT n-2900 rpm

SPC250 SPD250 SPR250

model power outlet max.flow max.head max.depth
r


of inclusion

w230v/50hz

115v/60hz

m m mm
3

mm m /h

GARDEN SUBMERSIBLE PUMPS

Water Pumps
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SGS

Performance Data

GARDEN SUBMERSIBLE PUMPS

PERFORMANCE CHART AT n-2900 rpm

model power outlet max.flow max.head max.depth max.doamete

r

w230v/50hz

115v/60hz

m m mm
3

mm m /h

Water Pumps

PC PS
GARDEN SUBMERSIBLE PUMPS

PERFORMANCE CHART AT n-2900 rpm

model power outlet max.flow max.head max.depth
max.diameter

of inclusion

w230v/50hz

115v/60hz

m m mmmm
3

m /h
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Water Pumps

GARDEN SUBMERSIBLE PUMPS

PERFORMANCE CHART AT n-2900 rpm

model power outlet max.flow max.head max.depth
r


of inclusion

w230v/50hz

115v/60hz

m m mm
3

mm m /h

GP GS
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Water Pumps

AUTOMATIC BOOSTER SYSTEM

MODEL


TKM60-A:370W

MODEL


TKM60-A:370W

MODEL


MJET55-3A:550W


MJET75-4A:750W


MJETIOO-5A:1 OOOW

MODEL


TJS60-A:400W


TJS80-A:600W


TJSIOO-A:750W

MODEL


SCP158-A:750W

MODEL


PGJC600-A:600W


PGJC800-A:BOOW


PGJCI OOOW

ACCESSORY


Tank:5VT


Membrane:N.R/EPDM


Pressure Switch: PS02AJB/C


Pressure Gauge:7Bar


Cable:l .5Meters

ACCESSORY


Tank;19CL


N. RYEPDM


Flexible Hose; I


Pressure Switch:PS02A/B/C


Pressure Gauge:7Bar


Cable: 1.5MeterS

ACCESSORY


Tank:24CL


Membrane:N.R/EPDM


Flexible Hose; 1


Pressure Switch; PS02A/B/C


Pressure Gauge;7Bar


Cable: 1.5Meters

ACCESSORY


Tank:24CL


Membrane: N _ RYE PDM


Flexible Hose:


Pressure


Pressure Gauge:7Bar


Cable: 105Meters

ACCESSORY


Tank:19CU24CL


Flexible Hose: 112"x1


Pressure Switch: PS02A/B/C


Pressure Gauge: 7Bar


Cable: 1.5Meters

ACCESSORY


Tank:24CL/SOCL


Flexible Hose: 1 •x' "


Pressure Switch:PS02A/B/C


Pressure Gauge:7Bar


Cable; 1.5Meters
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Water Pumps
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AUTOMATIC BOOSTER SYSTEM

MODEL


JET60B-A:400W


JET80B-A:600W


JE Tl OOB.A: 750W


MODEL


JETIOOM-E

MODEL


JSWIOM-A:750W I

MODEL


JDWIA-A:750W

MODEL


JET60S-A:400W


JET80S-A:600W


JETIOOS-A:750W

MODEL


TDP370-A:750W

ACCESSORY


Tank: 19CU24CL


Membrane:N RJEPDM


Flexible Hose: 1 1'


Pressure


Pressure Gauge: 'Bar


Came: 1.5Meters

ACCESSORY


Electric switch:


PS-OI/PS-OIA/B/C

ACCESSORY


Tank:19CL/24CL


Membrane:N.R/EPDM


Flexible Hose: 1 "x 1"


Pressure Switch:PS02A/B/C


Pressure Gauge:7Bar


Cable: 1.5Meters

ACCESSORY


Tank: 19L/24L


Membrane:N.R/EPDM


Flexible Hose: 1/2"x1"


Pressure Switch:PS02A/B/C


Pressure Gauge:7Bar


Cable: 1.5Meters

ACCESSORY


Tank:24SF


Membrane:N.R/EPDM


Pressure Switch:PS02A/B/C


Pressure Gauge: 7 Bar


Cable: 1.5Meters

ACCESSORY


Tank:24L


Membrane:N.R/EPDM


Flexible Hose: 1 "xl"


Pressure Switch:PS02A/B/C


Pressure Gauge:7Bar


Cable: 1.5Meters

Water Pumps
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ACCESSORIES

Water Pumps

ACCESSORIES
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Water Pumps
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QJ DEEP WELL SUBMERSIBLE SERIES

model
flow max head speed efficiency motor power maximum radial


dimension of

pump (mm)Q(m3/h) (r/min) (%) (kW)(h)

Water Pumps

QJ

150 QJ Series

stainless steel Series 250QJ Series 300QJ Series

175 QJ Series 200QJ Series

QJ DEEP WELL SUBMERSIBLE SERIES

model
flow max head speed efficiency motor power maximum radial


dimension of

pump (mm)Q(m3/h) (r/min) (%) (kW)(h)
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Water Pumps
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SGP

PERFORMANCE CHART AT n-2900 rpm

GARDEN SUBMERSIBLE PUMPS

model power outlet max.flow max.head max.depth max.doamete

of inclusion

w230v/50hz

115v/60hz

m m mm
3

mm m /h

Water Pumps

TECHNICAL DATA

V180F


(V250F)

V450F


(V750F)

VIIOOF V1500F


(V2200F)

maximum operating depth up to 5m below water level


fluid temperatureup to 40 oc


maximum passage for suspended solids o35mm


maximum emptying level 40mm from the bottom

OPERATING LIMITS

Cast iron impeller


100%Copper winding


Single/ Three-phase,50/60Hz(on demand)


Stainless steel mechanical seal(graphite to ceramic)

STRUCTURAL CHARACTERISTIC

Stainless steel pump body


bearing or local bearing


With thermal overload protector


nti-rust shaft(Hi-Cr plated or welded stainless steel)

v

model
kw mm v/hz l/min m mm kgs cm

Power Outdiameter Voltage Max.flow
 Max.head
 Max.Diameter


of inclusion


G.W Packing dimension
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Water Pumps

TECHNICAL DATA
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maximum operating depth up to 5m below water level


fluid temperatureup to 40C


maximum diameter of suspended solids o2mm


maximum emptying level 40mm from the bottom

OPERATING LIMITS

100%Copper winding


Cast iron impeller


Single/ Three-phase,50/60Hz(on demand)


Stainless steel mechanical seal(graphite to ceramic)

STRUCTURAL CHARACTERISTIC

Stainless steel pump body


C&U bearing or local bearing


With thermal overload protector


Anti-rust shaft(Hi-Cr plated or welded stainless steel)

SPA

SPA37-4-O.75F SPAIO-18-1.1F

model
kw MM v/hz l/min m kgs cm

Power Outdiameter Voltage Max.flow
 Max.head
 G.W Packing dimension


